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Flat Deck Specifications

Length

Width

Height of bulkhead

Weight

Payload

12’ 8”

7‘ 

48" with mesh window

681 kg (1 501 Ibs.)

1 913 kg (4 208 lbs.)

Dimensions

2 X 8 Pressure treated wood deck • 5 Stake pockets on each side, 

no pockets on rear • 2" flat bar for load strapping, full length on

Materials

left/right sides • Metal deck frame painted black • Deck mounted
to chassis with 2" x 4" pressure treated lumber and U-bolts

1/4" LED clearance lights, rear facing • License plate light • 

Conspicuity tape around perimeter of deck, sides of bumper •

Heavy duty mudflaps mounted behind rear axle wheels • ICC

bumper

Lighting and Safety

Dry Box Specifications

Length

Width

Height

Weight

Payload

ext: 12’ 8” / int: 12’ 6”

ext: 8’ 1.7” / int: 8’ 

ext: 7’ 9” / int: 7’

500 kg (1 100 Ibs.)

2 108 kg (4 638 lbs.)

Dimensions

Composite body panels • Aluminum subframe • Extruded

aluminum upper and lower rails • Smooth bamboo floor material

• Satin coat steel rear frame • One row E-track on 3 sides at height

of 36" from floor • Grab handles mounted on left and right side of

Materials

rear frame posts •  Aluminum wearband • Roll-up rear door

LED tail lights• License plate light • Ceiling mounted LED light 

inside van body (motion detected) • ICC bumper

Lighting and Safety

Step bumper in place of ICC bumper • 12" x 29" walkramp (usable

width of 26") • Rubber dock D-style bumpers

Optional Equipment 

Dump Box and Toolbox Specifications

Length

- Aluminum dump Box

Width

Height of Folding Sides

- Height of Tailgate

Aluminum Cross Box

Weight

Payload

11’ 9”

ext: 11’ 10” / int: 11’ 6”

8’

20” or 26”

14” or 20”

24” in Width, 48” in Height, 

87.5” in Length

681 kg (1 499 lbs.)

1 913 kg (4 208 Ibs.)

Dimensions
aluminum • Headboard material - 1/4” aluminum • Tie downs - 4, 

(one in each corner • Hydraulic supply - electric over hydraulic

3 000 psi “up,” gravity down • Manual tarp • 12 ton telescopic

cylinder (inverted)

Rear lighting - 4STT • 2 Reverse • 5 rear markers • 2 front markers • 

License plate light mounted on aluminum checkerplate • Heavy

duty mudflaps mounted on front and behind rear axles

Lighting and Safety

Floor material - 1/4" aluminum • Folding side material - 3/16”
Materials  - Asphalt chuteOptional Equipment


